
ENGINEERED



 oors offer the elegant appearance of 
 oor with the superior stability of engineered 

construction, which permits installation below grade and over concrete, 
making them ideal for condominiums and high rises. Offered in 3½” 
(90mm) strip and 4¾” (120mm) wide plank options, in a deluxe array 
of species and designer colors. 
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ASH KETTLE VALLEY  /  WIDE PLANK
ENGINEERED WIDE PLANK

• 4¾” (120mm) wide, 1/2” (13.5mm) thick 

• approx. 36” (900mm) long 

• all-wood engineered construction

•  2mm wear layer of genuine hardwood over 

plywood base

 nish

ENGINEERED STRIP

• 3½” (90mm) wide

• 3/8” (10mm) thick 

• assorted lengths to approx. 48” (1200mm)

• all-wood engineered construction

•  4mm wear layer of genuine hardwood 

over plywood base

 nish

 DOUSSIE JASPER  /  STRIP

BOARDS SHOWN ACTUAL SIZE
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DAMERICAN CHERRY NATURAL ELITE

3½” (90mm), 4¾” (120mm)

CANADIAN HARD MAPLE NATURAL ELITE
3½” (90mm), 4¾” (120mm)

HICKORY NATURAL STUDIO
3½” (90mm)

MERBAU NATURAL ELITE
4¾” (120mm)

OAK FAIRFIELD
4¾” (120mm)

OAK PLATINUM
4¾” (120mm)

AMERICAN WALNUT NATURAL ELITE
3½” (90mm), 4¾” (120mm)

DOUSSIE JASPER
3½” (90mm)

JATOBA NATURAL ELITE
4¾” (120mm)

NORTH AMERICAN RED OAK NATURAL ELITE 
3½” (90mm)

OAK JADE LAKE
4¾” (120mm)

SAPELE NATURAL ELITE
4¾” (120mm)

ASH KETTLE VALLEY
4¾” (120mm)

DOUSSIE NATURAL MANOR
3½” (90mm)

MERBAU BLACKROCK
4¾” (120mm)

OAK BRISTOL
3½” (90mm)

OAK NATURAL MANOR
4¾” (120mm)

SAPELE RED ELITE
4¾” (120mm)



Kentwood Originals Engineered Oak Platinum  ed 
in the Millennium Water luxury condominium project in Vancouver, Canada. 
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INSTALLATION OPTIONS, ENGINEERED WIDE PLANK

 oat; on, above or below grade. 

  glued down or floated over radiant heat (selected species only; must follow 
Kentwood Special Instructions).

 

INSTALLATION OPTIONS, ENGINEERED STRIP 

Nail or glue down only; on, above or below grade. 

May be glued down over radiant heat (selected species only; must follow 
Kentwood Special Instructions).

WARRANTY

All KENTWOOD ORIGINALS products carry a 25 year residential wear warranty. 
For complete installation instructions, warranty information & product 
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Kentwood Originals continues the legacy of Kentwood’s founding 
 oors, with a proven selection of popular 

styles offering Kentwood’s signature values: the natural beauty of 
genuine hardwood, premium quality milling and manufacturing, 
and excellent value. 

 oors are made from real wood, not a manufactured imitation. Because wood is 
 ooring will have a unique appearance, often 

with naturally-occurring variations in color, texture and grain pattern. Showroom samples and photographic 
reproductions can give an example of the product’s appearance but they may not be representative of the full 
range of color, texture and grain variations which can occur in the product itself. The product images on this 
chart are intended for reference only and should not be considered as representative of the product’s actual 

 cations are subject to 
change without notice. The trade-marks KENTWOOD ORIGINALS and KENTWOOD are owned by Kentwood Floors 
Inc. and are used under license. 
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