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15/22 mm

Make sure the
surface is dust and
grease free.

TIP

Make sure the
surface is dust and
grease free.

52 mm

QUICK-STEP® RADIATOR
PIPE COVERS asrc()

To finish heating elements and pipes in harmony with your
floor, our one pipe cover solution is suitable for different
diameters - either 15 mm or 22 mm. Check your diameter
and finish with a laminate round that matches your floor.

Content: 2 radiator covers per package.

QUICK-STEP® KIT askiT()

This elastic, acrylic-based paste is the ideal solution for
those spots where you cannot install skirting boards or
profiles. It's available in a colour fitting your floor, ask
your dealer for advice.

Content: 310ml

QUICK*STEP® SELF-ADHESIVE
LAMINATES QssALA()

Use our self-adhesive laminate tape fo finish the sides of

staircases, skirting boards and profiles. A perfect finish to your

floor.

QUICK STEP"
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INCIZO®, 1-2-3-4...

WHY
QUICK-STEP® INCIZO®?

> 5 DIFFERENT APPLICATIONS with 1 product
> PRACTICAL

You create the profile you need for a perfect finish
to your floor

> ECONOMICAL
You can use any spare pieces of profile for other purposes,
you won't have any excess profiles or leftovers

> SIMPLE

You always have the right solution at hand

> NO INCONVENIENT SEAMS

in comparison with other types of multifunctional profiles
Use the included slitter
to cut your Incizo®
profile to the
desired shape.

Also available in metal gold, silver and bronze (not for stair application).

How can | link two floors of How can | solve variations in How do I finish my QuickeStep®
the same height? height - from one floor to laminate floor near a wall or a
? window?
With the Incizo® profile, cut as an another
expansion profile. Use the Incizo® profile, cut as an adaptor ~ The Incizo® profile creates a clean end
profile. profile.

QUICK STEP



®

AND5IN 1 INCIZO}-

PATENTS PENDING

¥y .

The Quicke+Step®
solution for
your stairs

The Quicke Step® Incizo® profile can also be
used fo finish your stairs

QUICK STEP

> Seamless and subtle: matching colour
to your floor and a discrete transition.

> Applicable to any kind of staircase:
straight or turning, with or without stair
nose, flush or non flush

> Simple and fast

To be installed in combination with the
appropriate aluminium sub-profile.
(To be ordered separately).

How can | connect my
laminate floor to a carpet,
and have a beautiful finish?

Use the Incizo® profile, cut as a
transition profile. Unlimited solutions for your stairs with the Quick® Step® INCIZO® PROFILE

Incizo® laminate profile asince()()
> Dimensions: 215 cm x 48 mm x 13 mm
> Content: 1 Incizo®, 1 slitter and 1 plastic rail

Incizo® metal profile (not for stair application)

in silver, bronze or gold QSINCPR(-)

> 2 dimensions: 270 cm x 47,4 mm x 11,4 mm or 93 cm x 47,4 mm x 11,4 mm

> Content: 1 Incizo®, 1 handle and 1 plastic rail

> Also available for commercial use in silver with metal rail, screws and plugs
QSINCPCSILVME270




KEEPING

YOUR FLOOR IN
TOP CONDITION

IS EASY

Quicke Step® laminate is not only easy to clean, it's hygienic too. In fact the sealed surface
prevents bacteria accumulating on the floor. This is good for the prevention of allergies.

We recommend dry cleaning the floor with the Quicke Step® microfibre duster. Occassionally
damp cleaning can be done using a slightly wet mop.

b

Jane Aston
Schoolteacher

"l keep my floor dust free by using the Quick*Step®
microfibre duster.

It's very quick to do and gives an instantly smart result. It's a dry cleaning so
there's no mess - especially as all the dust goes directly onto my cloth.

Sometimes | use water to clean the floor, just a little is enough. | use the
Quicke Step® cleaning product to get it clean, especially after the kids have
been out playing and they come back with their muddy feet! It brings out
the original colours of my floor, and shows off its true character."

QUICK STEP®
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QUICKSTEP® CLEANING KIT QSCLEANINGKIT()

All Quicke Step® floors are easy to maintain and keep clean, with the purpose-made Quicke Step® cleaning kit. Practical and easy to use,
it comes with an adjustable handle, washable microfibre mop and cleaning product (750 ml). You can use it dry or slightly wet.

Also available individually:
> Quick*Step® Cleaning mop QSCLEANINGMOP

> QuickeStep® Cleaning product 750 ml QSCLEANING750
> QuickStep® Cleaning product 2L QSCLEANING2000

106 - 107

QUICK*STEP® FORCE STICK QSFORCE030

Stubborn stains (permanent marker, shoe polish, etc.) are
removed in no time with Quicke Step® Force.

Content: 30 ml

QUICKSTEP® MIX & FIX asmFix()

Light damage is easily repaired in the original floor colour using
Quicke® Step® Mix & Fix. Available in 3 versions: dark wood, light
wood and non-wood designs. With one version you can make
24 different colours, to restore the damaged plank quick and
easily.

Contents: 1 tube of repair paste, 2 bottles of pigment and a
spatula.




WHY YOU
SHOULD CHOOSE
A QUICK * STEP®
UNDERLAY

5.

PERMANENTLY SOUND-ABSORBING
A Quicke Step® underlay absorbs aggravating noises like dogs' paws and claws, high heels and loud music. These top-
quality underlays will maintain their original thickness, and the result is optimum noise reduction for years and years.

HIGHLY DAMP-PROOF

Your floor is protected against rising damp.

LEVELLING EFFECT

Small irregularities or damage to the base floor are easily compensated with a Quicke-Step® underlay.

IDEAL FOR UNICLIC®
The smooth surface of the underlays prevents parts of the underlay from getting stuck in between the Uniclic® tongue and
groove during installation. Moreover all Quicke-Step® underlays offer a stable base protecting the Uniclic® click system.

2-IN-1 SYSTEM
A Quicke Step® 2-in-1 underlay will cut preparation time for the installation of your floor in half. The damp-proof membrane
(DPM) with adhesive strip has already been integrated into the levelling underlay. This will save you a lot of time and effort.

SUITABLE FOR FLOOR HEATING
Quicke Step® underlays comply with all the European standards for underlays. They are tested to ensure that they do not
produce any unpleasant odours or harmful gases when warmed. Visit our website or ask your dealer for specialist advice

when installing floor heating in combination with Quick® Step® laminate.

It is important to use a Quick*Step® underlay to preserve the quality of your floor.
Ask your dealer for a genuine Quick*Step® underlay and read our warranty conditions on page 112.

QUICK STEP*
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1. SOLUTIONS TO REDUCE REFLECTION SOUND
THIS IS THE SOUND YOU HEAR WHEN SOMEONE WALKS ACROSS YOUR FLOOR.

GOOD BETTER BEST

UNDERLAYS

! 224
LT 4§ QUICK STEP*

QSUDLPRO10

QUICK+STEP® UNICLIC®*PLUS QUICK*STEP® UNISOUND QUICK-STEP® UNISOUND PRO

A good basis for places with less Ideal for places where there is When only the best is good enough.
trafic. a lot of traffic.

Score reduced reflection sound: ** Score reduced reflection sound: *** Score reduced reflection sound: ****

Score reduced transmission sound: Score reduced transmission sound: Score reduced transmission sound:

Delta Lw* = 19 dB Delta Lw* = 19 dB Delta Lw* = 19 dB

1 roll = 15m2/60m?2
Thickness: 2mm

1 roll = 15m?

Thickness: 2mm

1 roll = 10m2
Thickness: 2 mm

UNICLIC PLUS

UNISOUND

REFLECTION SOUND REFLECTION SOUND REFLECTION SOUND

2, SOLUTIONS TO REDUCE TRANSMISSION SOUND
THIS IS THE SOUND YOU HEAR WHEN SOMEONE WALKS ON THE FLOOR IN THE ROOM ABOVE YOU.

e “% QUICK-STEP® TRANSITSOUND ULTRA

B Ideal for an upper floor or apartment.
e

Score reduced reflection sound: *

Score reduced transmission sound: Delta Lw* = 21 dB
(in combination with 8 mm Quicke Step® laminate floor)
1 pack = 10m?

Thickness: 3mm

&

TRANSITSOUND

QSUDLTRA10

*ISO 140-8 norm (www.quick-step.com)

TIP

For highly uneven floors,
use the Quicke Step®
Softboard, combined with
the Quicke Step® Screen.

QUICK*STEP® SOFTBOARD

This underfloor is produced from stable wood
fibres. Levels out the unevenness in the
base-floor. Perfect for installation on wooden
floors. Not to be used with floor heating.

QUICK+STEP® SCREEN

Double-sided damp-resistant membrane with
reinforcement. Fewer joints when installing
thanks to its larger surface. Protects against
rising damp.

Dimensions: 860 x 590 x 6mm (1panel).

Dimensions: 25m2 (5x5mx550p)
20 panels/pack = 10,1 m2




EASY .
INSTALLATION 'UNICLIC | et

PATENTED TECHNOLOGY

With the patented Uniclic® system, it's simple to install a Quick ® Step® floor. You lay your floor
in a "click" without having to use any glue - and it's easy and fast too.

Is Quick*Step® laminate easy to install?
Yes, it is. You can install your floor in no time thanks to
Uniclic®.

You simply "click" your floor together. It's simple and very

easy.

Does it take a long time?
No. It's much faster than other systems.

How does it work?

Uniclic® is one system, but there are 2 methods to lay it. Both

are very useful.

- Method 1: rotate and click

- Method 2: horizontal insertion with the tapping block or
crowbar

What about places difficult to reach, such as
under door bars and radiators?

In contrast to most other systems, the Uniclic® panels can also
be joined together horizontally. This is essential when installing
the last row of panels or in places where it is difficult or even
impossible to rotate them (e.g. under door frames or radiators).
Laying a floor in places that are difficult to reach becomes a
piece of cakel!
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METHOD 2: HORIZONTAL INSERTION

QUICK STEP®



QUICK<STEP® INSTALLATION SET astool
For the best installation of your floor without damaging it

Contents: the Quicke Step® tapping block - especially designed for the Uniclic® system;

adjustable spacers to guarantee the expansion joints; crowbar in quality metal and sharp

point - very handy in all situations.

The installation set is also available with installation DVD. QSTOOLDVD

o TIP

Place a floor panel and
underlay next to the
doorframe to determine
the saw height.

QUICK*STEP® HAND SAW QSTOOLSAW

This super handy Quicke Step® saw will help you
saw door frames correctly, so that your floor will fit
perfectly underneath. It has an adjustable handle
and the saw blade is made of high-quality steel.

® TIP

Only apply
on the short sides
of the plank.

QUICK+STEP® SEAL & CLICK QSSEALI25

Quicke Step® Seal & Click has been especially
developed to provide prolonged protection for
Quicke Step® Lagune (p.64) against moisture
when being laid in bathrooms. It is elastic,
transparent, does not stick and gives further
protection against water.

EASY INSTALLATION 110 - 111

., 74
QUICK STEP"



WHY QUICK e STEP®

IS MORE THAN HAPPY

10 GIVE YOU

A 25-YEAR WARRANTY
ON THE FLOOR AND
THE SOLUTIONS™

~
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UP TO 10 TIMES MORE
SCRATCH-RESISTANT

Scratch Guard technology is the end result
of years of research and investment in the
field of durability. The top layer of your
floor has extra protection, for you to enjoy
a beautiful, natural-looking
floor for even longer.

SUITABLE FOR FLOOR
HEATING*

Select the right underlay and install your
floating Quicke Step® floor. So you can
enjoy floor heating without any worries.
(Ask your dealer for specialist advice).

* See technical specifications for accurate details. .

LIGHT AND SUN-RESISTANT
(EN438-2,16/BL REF>6)

A Quicke Step® floor will discolour less
when exposed to a lot of (sun)light. Which
can't be said for many other floors.

E®:

ANTISTATIC

No annoying electrostatic

discharges any more. Every Quicke Step®
floor has undergone a unique and
permanent antistatic treatment.

UNICLIC®: EASY AND
EXCEEDINGLY STRONG

You can click the planks together easily
with the revolutionary Uniclic® system.

LIFETIME
Juniciicl 53
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RESISTANT TO CIGARETTE
BURNS

If a lighted cigarette drops onto your floor
and stays there it won't leave any traces

behind.

>

IMPACT-RESISTANT
Quicke Step® makes top-quality HDF core
boards in-house, to standards that are
higher and thus better than the current EN
standards. In combination with the resistant
top layer, your laminate has the best
possible protection against falling objects,
stiletto heels, etc.

*Warranty

SPLASH WARRANTY

The watertight glued base plate and
pre-tension of our click systems give
excellent protection against surface
moisture, such as a spilled drink.

HYGIENIC SURFACE EASY TO
MAINTAIN

No dirt can accumulate, because the
laminate has a sealed surface. So it's really
easy to keep clean.

g

»

SOLID SOUND

The hard core plate has been optimised for
use in our floors and, in combination with a
Quicke Step® underlay yields a solid,

pleasant sound.

The use of solutions other than genuine QuickeStep® solutions can damage your
Quicke Step® floor. In this case the warranty offered by Quicke Step® is no longer valid.
We advise you to only use QuickeStep® solutions that are especially designed and
tested for use with Quick *Step® floor panels.

Go & Classic: 20 year.

774
QUICK STEP®



A HEART

FOR NATURE

PEFC - PROGRAM
FOR THE
ENDORSEMENT
OF FOREST
CERTIFICATION
SCHEMES

When you buy a Quicke Step® floor, you
are putting an environmentally-friendly
floor in your house.

For a long time already, Quicke Step® has
the PEFC forest certification, so this means
we are using environmentally sustainable
wood in our laminate floors and skirting

boards.

D)

PEFC

PEFC/07-31-37

113

12 -

WARRANTY
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VISIT
WWW.QUICK-STEP.COM

TRY OUR
INTERIOR DESIGNER TOOL

Design your interior by first selecting the layout of your room, and choosing the colour scheme
for both your furniture and walls.

Chop and change the floor designs until you find what suits you best.

QUICK STEP®



YOUR GUIDE FOR A
PERFECT LAMINATE FLOOR

PLANKS
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OVERVIEW

QUICK STEP

<> <> <> <>
20,5 cm 15,6 cm 15,6 cm 15,6 cm 15,6 cm 12,34 cm 998 cm 19 cm 19 cm
QUICK-STEP® QUICK.STEP® QUICK*STEP® QUICK-STEP® QUICK-STEP® QUICK-STEP® QUICK*STEP® QUICK-STEP® QUICK*STEP®
LARGO VOGUE COUNTRY ELIGNA  ELITE RUSTIC LAGUNE CLASSIC
9,5 mm 9,5 mm 9,5 mm PE RSPEC_ 8 mm 8 mm 8 mm 7 mm 7 mm
Extralong and  Classic, oak Exclusive TIVE® Plank floors Truly authentic  Bathroom floors  Traditional Modern
extra wide inspired planks with SzialbEin with subtle planks with a - also suitable  laminate floors  laminate floors
X 8 X " Code UL 9,5 mm X X X .
planks with designs with traditional look  code UF95mm  edging rustic look and  for other rooms  without without
grooves real surface and feel Plank floors feel V-grooves V-grooves
texture without/with
V-grooves
P.18 P. 28 P. 34 P. 46 P. 58 P. 40 P. 64 P. 70 P.78
TILES
1007—
907—
807—
70_—
60_—
50—
40—
30; 62,4 cm
20_— 39,4/39,6 cm
o
39,4/39,6 cm
ARTE QUADRA
9,5 mm 8 mm
Magnificent tiles with subtle V-grooves Tiles in standard format
P. 82 P. 90

13/12/10 08:58



>YOUR QUICK«STEP® POINT OF SALE

e
QUICK STEP’

PATENTED TECHNOLOGY

COVERPHOTO LPU 1285. We reserve the right fo make any changes in production specification that might oceur. The reproduction of the designs is not contractual - Contents@ 2011 by Unilin byba - www. QU IC K-STE P.COM

division Flooring. All Rights Reserved. The contents of this brochure may not be reproduced in whole or in part without prior written permission from the publisher. Drukref 011 148 01





